
VINYL-SAVE

VINYL-SAVE es un acabado de alta tecnología, desarrollado para cubrir los más 
altos requisitos comerciales, para los fabricantes de muebles y el sector sanitario. 
VINYL-SAVE garantiza una excelente protección de tapicería en ambientes 
externos. Puede ser usado con total confianza en los ambientes más exigentes.

1. Determinación de la resistencia a la abrasión según normas: 
	 · EN ISO 5470-2: 500.000 Martindale ciclos 
	 · EN ISO 12947-2: 500.000 Martindale ciclos

2. Resistencia a la suciedad: DIN EN 15973 
	 Solidez a la luz: DIN EN ISO 105-A03 
	 Resistencia a la suciedad y facilidad de limpieza. 
	 · Suciedad seca: EMPA 128, 1000 ciclos 
	 · Después del ensuciamiento: grado 2 
	 · Después del ensuciamiento y de la limpieza: 
	 24hrs / temperatura ambiente: 3-4 
	 24hrs / 80ºC: 3-4 
	 · Suciedad acuosa (café soluble) 
	 · Después del ensuciamiento: grado 4 
	 · Después del ensuciamiento y de la  limpieza: grado 4-5 
	 · Suciedad aceitosa (aceite con colorante) 
	 · Después del ensuciamiento: grado 3-4 
	 · Después del ensuciamiento y de la limpieza: grado 4-5

3. Biocompatibilidad 
	 · DIN EN ISO 10993-5 citotoxicidad 
	 · DIN EN ISO 10993-10 hipersensibilidad 
	 · Inocuidad biológica conforme a la norma DIN EN ISO 10993-1

4. Resistencia a los desinfectantes 
	 VINYL-SAVE es altamente resistente a:  
	 · Sudor / Aceites de masaje / Desinfectantes

Las excelentes propiedades del acabado VINYL-SAVE aseguran una alta 
resistencia al desgaste y una gran utilidad en el uso diario. Los muebles, 
equipos y las instalaciones se conservan durante mucho tiempo.

Con VINYL-SAVE, las superficies son:  
· Fáciles de limpiar / Más resistentes al desgaste / Más estables /  
  Más ecológicas / Más duraderas

VINYL-SAVE is a high-tech surface coating that has been developed to 
meet the highest commercial requirements, for furniture manufacturers and 
healthcare sector. VINYL-SAVE guarantees an excellent long-term protection 
of upholstery against external factors. It can be used with total confidence 
even in the most demanding environments.

1. Determination of the abrasion resistance according to: 
	 · EN ISO 5470-2: 500.000 Martindale cycles 
	 · EN ISO 12947-2: 500.000 Martindale cycles

2. Resistance to soiling: DIN EN 15973
	 Colour fastness: DIN EN ISO 105-A03
	 Resistance to soiling and cleanability
	 · Dry dirt: EMPA 128, 1.000 cycles 
	 · After soiling: grade 2
	 · After soiling and cleaning: 
	 24h / RT grade 3-4
	 24h / 80ºC grade 3-4 
	 · Aqueous soil (instant coffee)
	 · After soiling: grade 4
	 · After soiling and cleaning: grade 4-5
	 · Oily soil (oil with dye)
	 · After soiling: grade 3-4
	 · After soiling and cleaning: grade 4-5

3. Biocompatibility 
	 · DIN EN ISO 10993-5 cytotoxicity 
	 · DIN EN ISO 10993-10 hypersensitivity 
	 · Biological harmlessness according to DIN EN ISO 10993-1

4. Resistant to disinfectants 
	 VINYL-SAVE is highly resistant to: Sweat / Massage oils / Disinfectants

The outstanding surface protection properties of VINYL-SAVE ensure strong 
resistance to wear and thus high utility in daily use. Furniture, equipment and 
facilities retain their value longer.

With VINYL-SAVE, surfaces are: Easier to clean / More hard-wearing /  
More stable / More environmentally friendly / More durable


